FINISHED GRADE

2' MIN.
2'-6" MAX.

1 #6 AWG BARE COPPER GROUND WIRE W/GROUND CLAMP

2" (MIN.) EXPANSIVE ALUMINUM
OR IRON OXIDE GROUT

CURB

PLAN VIEW
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2" PVC or GALVANIZED
STEEL CONDUIT

\ CLASS X CONCRETE

#3 TIE BARS ON 12" CTRS

ANCHOR BOLTS BY LIGHT
POLE MANUFACTURER.
INSTALL IN ACCORDANCE
WITH MANUFACTURER'S
RECOMMENDATIONS.

— 6 - #5 REBARS, 5'-6" LONG

LENGTH "L" ()

6' MIN. - 25' POLE

8'MIN. - 30' POLE

10" MIN. - 40' POLE

(*) TO BE CONFIRMED
BY THE ENGINEER

i
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¥ 5/8" DIA. x 10' GROUND ROD

VILLAGE OF WHEELING
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FILE LOCATION

N:\ENGINEERING\STANDARDS\
STREETLIGHTING
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—===== [LLINOIS

VILLAGE OF WHEELING
ENGINEERING DIVISION

2 COMMUNITY BOULEVARD
WHEELING, IL 60090
WWW.WHEELINGIL.GOV

REVISIONS
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STREET LIGHT POLE

K.R.G. |[9-11-06 AUTOCAD FILE

FOUNDATION STANDARD




